-------------------------------------------------------------
LPT26x-HSF-4MB-Hilink_V103_1.319_2.1.17_20251015
上报平台版本号：103_1.319_2.1.17（此仅为默认值，可根据实际项目需求，修改为客户应用版本信息）
Hilink SDK版本：14.2.1.319
海思SDK版本：1.10.103
汉枫SDK应用版本：2.1.17
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1、 更新hilink sdk到14.2.1.319版本
2、 修复wifi通道和蓝牙通道上报mac大小写不一致问题，hilink_device.c文件，GetMacStr接口"%02x:%02x:%02x:%02x:%02x:%02x"，小写“x”改为大写“X”
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3、 避免小于10ms的休眠不休眠，导致cpu占用高coredump
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4、 默认关闭星闪功能
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-------------------------------------------------------------
LPT26x-HSF-4MB-Hilink_V103_1.312_2.1.15_20250812
Hilink SDK版本：14.2.1.312
海思SDK版本：1.10.103
汉枫SDK应用版本：2.1.15
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1、 新增AT+MODE=4 //ble、sle辅助配网
2、 解决连接服务器后AT+WSCAN 扫描热点失败问题
3、 默认关闭ble底层打印
4、 更改默认NTP服务器地址为ntp.aliyun.com
5、 关闭雷达相关任务
6、 解决单框架手机5.x系统星闪配网失败的问题
[image: ]
7、 更改unsigned char mpp[] = {0x70, 0x30, 0x75};优化IOS设备发现
[image: ]
8、 libbgtp.a、libbgtp_rom_data.a 解决特定长稳挂机时可能出现的内存被踩异常，触发时打印为---------de-----------， 自愈机制生效
[image: ]
***************************************************************************************************************
LPT26x-HSF-4MB-Hilink_14.2.1.312_20250718
1、 更改mpp心跳广播，解决IOS ble回连问题
[image: ]
2、 更新libbt_host.a 解决双联双控通过ble上报数据内存泄漏问题
[image: ]
LPT26x-HSF-4MB-Hilink_14.2.1.312_20250714
1、解决特定MAC地址开头，使用iOS手机无法扫描到蓝牙广播问题
[image: ]
LPT26x-HSF-4MB-Hilink_14.2.1.312_20250709：
1、 解决fast_report上报接口内存泄漏问题
[image: ]

LPT26x-HSF-4MB-Hilink_14.2.1.312_20250704：
更新内容：
   1、更新hilink sdk 到14.2.1.312版本
   2、更新海思mfg固件解决产线BLE RX Fail的问题
   3、增加AT+CONFIG属性初始化命令
   4、增加双联双控sle/ble状态通知
   5、更改服务属性最大为20个
   6、解决特定mac IOS无法发现设备问题
   7、解决生产2M烧录问题

LPT26x-HSF-4MB-Hilink_14.2.1.307_20250613：
hilink版本：14.2.1.307
更新内容：
1、更新WS63版本到1.10.103
2、更新hilink版本到14.2.1.307
3、增加AT+BMAC指令
4、增加生产json方式导入sn
5、支持mcu升级单包发送、支持wifi、mcu同时升级 限制mcu固件大小（最大192k）
6、双联双控本地控增加mcu版本上报
7、解决双联双控IOS连接问题
8、解决AT+PRODUCT崩溃问题
9、解决局域网升级结果返回问题
10、解决双联双控设备控制问题
11、解决自动化性能测试多次控制设备失败问题

LPT26x-HSF-4MB-Hilink_14.2.0.308_20250411：
    1、增加AT+BTPOWER调节ble/sle功率
    2、默认关闭局域网发现功能，debug模式下开启
    3、关闭设备局域网自动升级功能
    4、修改擦除flash超时时间
    5、sdk增加自动化工具
    6、关闭雷达线程，裁剪RAM空间
    7、增加task最大创建数量
	
LPT26x-HSF-4MB-Hilink_14.2.0.308_20250306
    1、增加AT+NTPRF、AT+NTPEN、AT+NTPTM、AT+NTPSER指令
    2、dhcp增加hostname（路由器后台设备名称）
    3、增加AT+MID、AT+WRMID指令
    4、调整OS任务创建最大数量为32
    5、增加pwm light demo
    6、增加设置串口参数api  hfset_uart_parameters
    7、配网超时时间设置为10分钟，超时后退出配网状态	
	
LPT26x-HSF-4MB-Hilink_14.2.0.308_20250214
1、增加mcu升级组件
2、增加uflash写入demo
3、解决user_main创建线程导致HILINK_main启动失败问题


LPT26x-HSF-4MB-Hilink_14.2.0.308_20250211
1、更新到hilink 14.2.0.308版本。
2、reload引脚设置上拉模式
3、增加AT+PRODUCT 客户产测模式
4、增加AT+WAMAC 查询模组ap mac指令

LPT26x-HSF-4MB-Hilink_14.2.0.305_V1.0.0_20250117
初版SDK，基于hilink 14.2.0.305版本。
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int hilink_entry(void *param)
{
paran = param;
(void)disable_sle();
#ifdef CONFIG_SUPPORT_HILINK_INDIE_UPGRADE
| hilink_indie_upgrade main();
pendif
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| path Adion _ Copy from path _Revision

Toranch LPT 26 HSF M HlnK i chos_ connecthlink_adaptenty ik ble_main.c_Modfied
oranch/LPT 26xHSF-4MB Hink/application/samples/wichas_connect/iink_adapt/producdevice_profl.h Modfied
[branch/LPT 26x-HSF-4MB-Hilink/application/ws63/hsf/hfconfig.h Modified
/branch/LPT26x-HSF-4MB-Hilink/application/ws63/hsf/hfgpio.h Modified
[branch/LPT26x-HSF-4MB-Hilink/application/ws63/hsf/hintp.h Modified
[branch/LPT 26x-HSF-4MB-Hilink/application/ws63/hsf/hfwifi.h Modified
[branch/LPT 26x-HSF-4MB-Hilink/application/ws63/hsf/hsf.h Modified
1) fbranch/LPT 26x-HSF-4MB-Hilink /application/ws63/hsf/libhsf.a Modified
 branch/LPT 26x-HSF-4MB-Hilnk/application/ws63/user_main/app_man.c Modiied
[# /branch/LPT26x-HSF-4MB-Hilink/build/configftarget._config/ws63/config.py Modified

i branch/LPT 26x-HSF-4MB-Hilnk/middleware/utl/at/at/src/at_report.c Modified
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1. EHBSLinbgtp.a, 1ibbgtp_ron data.a WRSERBEANOIGHNIATFRISH, WANITHN-——
2. FREOmpp#H unsigned char mpp() = (0x70, 0x30, 0x75};
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| path Adion _ Copy from path _Revision
Toranch/LPT 26 HSF-4MB-Hlinkjapplication/samples/ i} /ohos_connedt/hilik_adopt/adapter/hilink_ble_adapter.c ___Modiied ]

[branch/LPT26x-HSF-4MB-Hilink/application/samples/wifi/ohos_connect/hilink_adapt/adapter/oh_sle_srv_ssap_server.c Modified

oranch/LPT26x-HSF-4MB: ik application samplesvwifhos_connecthink_adapt/entry/hiink_ble_main.c Modifed

1) /branch/LPT26x-HSF-4MB-Hilink/protocol/bt/controllr/bgtp/ws63-lteos-app/libbgtp.a.

Wodifed
) fbranch/LPT 26x-HSF-4MB-Hilink/protocol/bt/controller/bgtp/ws63-liteos-app/libbgtp_rom_deta.a Modified
) Poranch/LPT 26x-HSF-4MB-Hilink/protocol/bt/controller/batp/ws63-liteos-app-iot/libbgtp.a Modified

) fbranch/LPT26x-HF-4MB- Hilink/protocol/bt/controllr/bgtp/ws63-liteos-app-iotibbgtp_rom_data.a Modified
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#include "sle_ssap_server.h” #include "sle_ssap_server.h”

#include "oh_sle_ssap_stru.h” #include "oh_sle_ssap_stru.h”

THIS_FILE ID THIS_FILE 1D
THIS_FILE_ID BTH_GLE_SRV_SERVICE_ACCESS_PROTOTOL_SERVER THIS_FILE_ID BTH_GLE_SRV_SERVICE_ACCESS_PROTOTOL_SERVER
OCTET_BIT_LEN & OCTET_BIT_LEN &
INVALID_ITEM_HANDLE OXFFFF
INVALID_CONN_ID OxFEFF
INVALID_SERVER_ID OXFF

INVALID_ITEM_HANDLE OXFFFF
INVALID_CONN_ID OxFEFF
INVALID_SERVER_ID OXFF

SSAPS_MAX_SERVICE NUM 64
SSAPS_MAX_SERVER_NUM 1
SSAPS_MAX_HANLDE_NUM OXFFFF

SSAPS_MAX_SERVICE NUM 64
SSAPS_MAX_SERVER_NUM 1
SSAPS_MAX_HANLDE_NUM OXFFFF

rrcode_t ssapsRegisterserver(SleUuid *appUuid, uint8_t *serverld) rrcode_t ssapsRegisterserver(SleUuid *appUuid, uint8_t *serverld)

return ssaps_register_server((sle_uuid t *)appUuid, serverId); return ssaps_register_server ((sle_uuid_t *)appUuid, serverld);

rrcode_t SsapsUnregisterServer(uints_t serverld) rrcode_t SsapsUnregisterServer(uints_t serverld)

return ssaps_unregister_server (serverld); return ssaps_unregister_server (serverld);

rrcode_t SsapsAddServiceSync(uint8_t serverld, SleUuid *serviceluid, bool isPrimary, uintlé_t *handle) rrcode_t SsapsAddServiceSync(uint8_t serverld, SleUuid *serviceluid, bool isPrimary, uintlé_t *handle)

return ssaps_add_service,

sync(serverld, (sle_uuid t *)serviceUuid, isPrimary, handle); return ssaps_add_service_sync(serverld, (sle_uuid_t *)serviceUuid, isPrimary, handle);

rrcode_t SsapsAddPropertySync(uint8_t serverld, uintlé_t servicehandle, SsapsPropertyInfo *property,
uintlé_t *handle)

rrcode_t SsapsAddPropertySync(uintS_t serverld, uintlé_t servicehandle, SsapsPropertyInfo *property,
uintlé_t *handle)
return ssaps_add_property_sync(serverld, serviceHandle,

(ssaps_property_info_t *)property, handle); return ssaps_add_property_sync(serverld, servicehandle, (ssaps_property_info_t *)property, handle);

rrcode_t SsapsAddDescriptorSync(uint8_t serverld, uintlé t serviceHandle, uintlé_t propertyHandle,
SsapsDescInfo *descriptor)

rrcode_t SsapsAddDescriptorSync(uint8_t serverld, uintlé t serviceHandle, uintlé_t propertyHandle,
SsapsDescInfo *descriptor)
return ssaps_add_descriptor_sync(serverld, serviceHandle, propertyHandle,

(ssaps_desc_info_t *)descriptor); return ssaps_add_descriptor_sync(serverld, serviceHandle, propertyHandle, (ssaps_desc_info_t *)descrs

rrcode_t SsapsStartService (uint8_t serverld, uintlé_t serviceHandle) rrcode_t SsapsStartService (uint8_t serverld, uintlé_t serviceHandle)

return ssaps_start_service (serverld, serviceHandle): return ssaps_start_service (serverld, serviceHandle):
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unsigned char = |+456; unsi 3
ret = BLE_SetAdvNameMpp (mpp, Tet = BLE_SetAdvNameMpp (mpp, sizeof (mpp))
if (ret !=0) ( if (ret !=0) (

HILINK_SAL_NOTICE("set adv name mpp failed\r\n");

HILINK_SAL_NOTICE("set adv name mpp failed\r\n"|
return -1;
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L] /branch/LPT 20x-HSF4MB-Hilink/protocol/bt/controlier/bgtp/ws63-lteos-app/ibbgtp.a
) /branch/LPT26x HSF-4MB- Hilink/protocolbt/controllr/batp/ws63-liteos-app/libbgtp_rom_data.a
] oranch/LPT 26x-HSF-4MB-Hlink/protocol/bt/controlle/bgtp/ws6:3-Iteos-app-iot bbgtp.a

[ fbranch/LPT 261x-HSF-4MB-Hilink/protocol/bt/controller/bgtp/ws63-liteos-app-iot/libbgtp_rom_data.a

Modified
Modiied
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427 427

428 int hilink_ble_main(void) 428 int hilink ble_main (void)

429 429 (

430 int ret 430 int ret - 0;

431  int hilink_entry mode=hfget_hilink_mode () s 431 int hilink_entry mode=hfget_hilink mode() s

432  printf("hilink_entry mode:$d\r\n",hilink_entry mode); 432 printf("hilink_entry mode:3d\r\n",hilink_entry mode);
433 if (hilink entry mode  != SMTLK_SOFTAP) 433 if(hilink entry mode != SMTLK SOFTAP)

434 ¢ 438

435 if (hfget_hilink mode() == SMTLK_BLE_NARMAL) 435 1f (hfget_hilink mode ()
136 ( 36 (
437 HILINK EnablePrescan () 437 HILINK EnablePrescan (

SMILK_BLE_NARMAL)

438 HILINK SetProtType (1) ; 138 HILINK SetProtType (1)
439 ) 439 i
440 else if (hfget_hilink mode() == SMTLK_BLE_ADD_LOCAL_CONTROL) 440 else if (hfget_hilink_mode() == SMTLK_BLE_ADD_LOCAL_CONTROL)
41 € 441 t
2 HILINK_EnablePrescan 442 HILINK EnablePrescan():
143 RILINK SetProtType (12! 443 HILINK SetProtType (12) ;
414 Il 441 Il
a5 else if (hfget_hilink mode() == SMTLK BLE_FAST_CONNECT && (g_module_id — HEM_TYPE_LPT262)) 445 else if (hfget_hilink mode() == SMTLK BLE_FAST_CONNECT && (g_module_id — HEM_TYPE_LPT262))
146 i 446 i
447 7% ATTFRINBITX */ 447 7% ATTFRNBITR */
8 HILINK EnableSle () ; 448 HILINK EnableSle () ;
149 HILINK EnablePrescan () ; 449 HILINK EnablePrescan () ;
450 HILINK SetProtType (17 450 HILINK SetProtType (17) ;
451 ) 451 )
452 452
453 ret = HILINK_SetNetConfigMode (HILINK NETCONFIG_OTHER) ; 453 ret = HILINK_SetNetConfigMode (HILINK NETCONFIG_OTHER) ;
454 454
455 /* LR, O A T R i AR b e B R/ 455 /* LR, O A\ T R R bRk e B () R+
456 unsigned char |+456 unsigned char
457 ret = BLE_SetAdvNameMpp (mpp, sizeof (mpp)) 457 ret = BLE_SetAdvNameMpp (mpp, sizeof (mpp))
458 if (ret 1= 0) ( 458 if (ret 1= 0) (
459 HILINK_SAL NOTICE("set adv name mpp failed\r\n" 459 HILINK_SAL_NOTICE("set adv name mpp failed\r\n")
160 return -1; 460 return -1
261 ) 461 )
162 162
463 /% VEMPSDRR AR R, Al (EV) UL TE ARG K% 3 */ 463 /% VEMPSDRR AR R, Al (EV) UL TE ARG K% 3 */
464  ret = HILINK BT _SetSdkEventCallback(KILINK BT StateChangeHandler); 464  ret = HILINK BT SetSdkEventCallback (HILINK BT_StateChangeHandler);
465  if (ret !=0) { 465  if (ret !=0) {
166 HILINK_SAL_NOTICE("set event callback failed\r\n" 466 HILINK_SAL_NOTICE("set event callback failed\r\n");
467 return -1; 467 return -1
168 ) 468 )
169 469
470 /B AR+ 470 /B AR+
471 BLE_SetAdvType (BLE_ADV_NEARBY_V0); 471 BLE_SetAdvType (BLE_ADV_NEARBY_VO);
472 472
473 /* Vitfifkble sdk */ 473 /* Vitfifkble sdk */
474 ret - BLE CfgNetInit (sg_bleInitParam, &g_bleCEgNetCh); 478 ret - BLE CfgNetInit (sg_bleInitParam, &g_bleCEgNetCh);
475 if (ret 1= 0) { 475 if (ret != 0) {
176 HILINK_SAL NOTICE("ble sdk init fail\r\n"); 476 HILINK_SAL NOTICE("ble sdk init fail\r\n");
477 return -1; 477 return -1;

478 i 478 il
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[7) fbranch/LPT26x-HSF-4MB- Hilink/protocol /bt/host/bt/ws63-liteos-app-iotlibbt_host.a Modified
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e */
u int BleStartAdvEx(int *advid, const StartAdvRawData rawData, BleAdvPar:
s {

m  WILINK_SAL DEBUG("Xs BleStartAdvex enter.\n", BLE_HILINK_SERVER_LOG);
% errcode_t ret = ERRCODE_BT_FAIL;

2 adv

gap_ble_adv_parans_t cfg_sdv_params = {2};
w  bd_addr_t own_sddr = {6}

% "advd = BLE_ADV_HANDLE DEFAULT;

91 cfg_adv_params.min_interval = advParan.minInterval;

w  cfg_adv_params.max_interval

w  cfg_adv_params.duration advearam, durati

5 cfg_adv_params.channel_nap = advparan. channeliap; I bithap, 1% %BleAdvChanneliap
% cfg_ady_params.ady_type = advParan. advType;

»  cfg_ady_parans.ady_filter policy = advParan.advFilterPolicy

1 cfg_ady_parans.peer_addr.type = advParan. peeraddrType;

% cfg_ady_params.own_addr.type advParam.onnAddrType;

W cfg_adv_params.tx_power = advParan. txPower;

5 set_own_addr_fron_nv(8own_addr);

o1 (vold)memcpy_s(BcTg_ady_params.peer_addr.addr, B0_ADDR_LEN, advParam.peeraddr.addr, BD_ADDR_LEN);

w2 (void)memcpy_s(8cfg_adv_params.own_addr.addr, 80_ADDR_LEN, own_addr.addr, 8D_ADDR_LEN);

01| (void)memset_s(Scfg_adv_parans. own_addr.addr, BD_ADOR_LEN, @, BD_ADDR_LEN);
i ret = gap_ble_set_adv_paran(BLE_ADV_HANDLE DEFAULT, &cfg_ady_parans)

i 1f (ret |- ERRCODE_BT_SUCCESS) {

s HILINK_SAL_ERROR("s BleStartAdvex gap_ble_set_adv_param error.\n", BLE_HILINK SERVER_LOG);
or return -1;
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253 int- fast_report(const- char*. svc_id).

54 {

55
256
57
55
259

261

char*-payload-=-NULL;
int-len;

int-err = handle_get_crd(sve_id, NULL, @, &payload, - (unsigned-int-*)&len);
if(err1=-0) {

HILINK Printf("get-msg: from %s- failed- \r\n", - svc_id);

return-err;

return-err;




image1.png
ok s0E14.2.1.319, BB ERECTBE Eimack/ NST—SI88, 8T 1omstNETAE, Scpucicoredum

Path ‘Adtion  Copy from path  Revision
W ranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifihilink_indie_uporade/address_mapping/hilinksdk/app_uapi/uapi_hilink_thread_adapter.c Modified
[ foranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319 Added
) Poranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319/debug Added
) oranch/LPT 265 HSF-4MBHilink/applicaton/samples/wiflibhiink 14.2.1.310 debug/ibhinkbtsck.a Added
) oranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319/debugibhilinkdevicesdk.a Added
) Poranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319/debuglibhilinkota.a Added
) oranch/LPT 265 HSF-4MHilink/applicaton/samples/wifibhiink 14.2.1.310 debugfibhiinkquickcig.a Added
) foranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319)release Added
[ Poranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319]release/libhilinkbtsdk.a Added
) Pbranch/LPT 265 HSF-4ME Hilkapplication/samles/wifibhilink/14.2.1.319/reeaselibhlinkdevicesdk.a. Added
) foranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319/release/libhilinkota.a Added
] Poranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/14.2.1.319]release/libhilinkquickcfg.a Added
) oranch/LPT 265 HSF-4M-Hilink/applicaton/ samples/wif/ibhilnk ibhilinkbsck.a Wodfed
) fbranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink/ibhilinkdevicesdk.a Modified
[ Poranch/LPT 26x-HSF-4MB-Hilink/application/samples/wifi/ibhilink libhilinkota.a Modified
) Pbranch/LPT26x:H-4ME-Hilnkjapplicaton/samples/wif ibhilink ibhilnkauickcig.a Wodfied
[branch/LPT26x-HSF-4MB-Hilink/application/samples/wifi/ohos_connect/hilink_adapt/adapter/hilink_kv_adapter.c Modified
oranch/LPT26x-HSF-4MB: ikl application samplevwifchos_connecthiink_adaptenry/hlink_ble_man.c Modifed
/branch/LPT 26x-HSF-4MB:Hilink/application/samples/wifi/ohos_connect/hilink_adapt/entry/hilink_entry.c Modified
[branch/LPT26x-HSF-4MB-Hilink/application/samples/wifi/ohos_connect/hilink_adapt/product/hilink_device.c Modified
[branch/LPT26x-HSF-4MB-Hilink/application/ws63/hsf/hfconfig.h Modified
i branch/LPT 26x-HSF-4MB-Hilink/application/ws63/hsf/hsf.h Modified
1) fbranch/LPT 26x-HSF-4MB-Hilink/application/ws63/hsf/libhsf.a Modified
) Poranch/LPT 26x-HSF-4MB-Hilink /application/ws63/ws63_iteos._application/libws63_liteos_app.a Modified
[oranch/LPT26x-HSF-4MB-Hilink/bulld/config/target_config/ws63/param_sector/param_sector.json Modified

Joranch/LPT26x HSF-4MEB-Hillk/kernellteosliteos_v208.5.0/Huawel_LIteOS/open_source/muslsc/stdio/putch Modied
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hi3863/application/samples/wifi/ohos_connect/hilink_adapt/product/hilink_device.c

& hilink_device.c 17.08 k8

yellow_duck 225 F 24N . ERECRETVRELIREAIES

« BEEEEY
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. ()5 devicepartner PEVERE L
“

static const HILINK_SvcInfo SVC_INFOL
{ "suitch”, "switch” },

#ifdef CONFIG_SUPPORT_HILINK_INDIE_UPGRADE
{ "checksun", "checkSum" 3,

#endif

i3

const char *GetMacstr(void)

{
static char macstr[3 * MIFLACLEN + 1] = {0); /* 3imacStr contain 3 mac addrs */
unsigned char mac[WIFL_HAC_LEN] = (o) o
(Void) HILING Getiscdr(msc, WIFLHAC_ PR

(void)sprintf_s(macstr, sizeof(nacStr) | "%02x:%02x:%02x: %0201 502115021 ,

/% @:mac addr byted,limac addr bytel,Z:mac addr byte2,3:mac addr byte3,d:mac addr byted,S:mac addr byteS */
mec[0], mac[1], mec(2], mec[3], mac[4], mec[51);
return macstr;
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link time adapter.c
uapi_hilink tis_diient.c
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c K open_ota_mcu_adapt..| 85 app_call1_ret_void(APP_CALL_HILINK_SEM_DESTROY, HILINK SemDestroy, HiLinkSemId, handle);
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